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New Product

– HDMI 1.1 digital output with simultaneous analog video output
– Fully HDCP-compliant (High-bandwidth Digital Content Protection)
–  5.1 multi-channel output is available at optical and digital audio jacks,  

even if HDMI output is connected to a stereo HDMI TV
– 480p / 720p / 1080i selectable scan rate, with Faroudja DCDI 
– Simultaneous progressive scan and composite video output
– DVD-A and multi-channel SACD, with bass management
– SACD goes directly to audio DACs as a DSD bit stream
– 192 kHz / 24-Bit audio DACs, 216 MHz / 12 bit precision video DAC 
– One component video output
– Two s-video and two composite video outputs
– Coaxial and optical digital audio outputs
– Video and digital audio circuits can be turned off for purest analog audio
– RS-232C two-way communication port 
– IR repeater input and loop out jacks
– Discrete IR codes for on & off 
– 7.5 IRE / 0 IRE black level adjust for pure black with any TV
–  DVDR/RW, CD-R/RW compatible; MP-3, JPEG, WMA, DivX  

and Kodak Picture CD playback
– Remote handset, primary buttons glow in the dark
– 3 rack space chassis, requires RMK33 rack mount kit
– 2 years parts and 2 years labor warranty
– W x D x H 17.25” x 16” x 5.875” / 5.25” without feet
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